
Characteristics
• Switching volt free and 230V
• Simple control
• 2 wire installation
• Suitable for replacement market
• Change over contacts
• 2 year warranty

RT100
Mechanical Room Thermostat

Product Mechanical Room Thermostat

Supply 0 – 230V

Rating Max. 1 A SPDT

Scale 10 – 30°C

Dimensions (mm) 80 x 80 x 40

Features
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The RT100 mechanical room thermostat is widely used in commercial, industrial and 
residential buildings.Suitable for controlling room temperature, easy to install, accurate 
sensitivity and reliability.
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Schemat podłączenia:

Dane techniczne:

RT100
Mechaniczny regulator temperatury
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RT100 to bimetaliczny termostat pokojowy, służący do sterowania kotłem lub elementami 
wykonawczymi - siłownikami termoelektrycznymi, zaworami odcinającymi lub pompami. 
Urządzenie może pracować w instalacji 230V jak i 24V.

Cechy produktu:
• można podłączyć do dowolnego źródła ciepła (styki NO/COM/NC)
• posiada minimalistyczną obudowę
• łatwy w montażu i obsłudze
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Max obciążenie 1 A

Sygnał wyjściowy NO/COM/NC

Zakres regulacji temperatury 10 - 30°C

Komunikacja Przewodowa

Wymiary [mm] 80 x 80 x 40


